Item Description

Technical data

Basic Ran Basic accuracy
A e
Function g VICTOR38B VICTORSSC
DC Voltage | 200mV/2V/20V/200V/1000V (0.5%+3) *(0.5%+3)
+{0.8%+5
AT Viaitags 2V/20V/200VIT50V { +5)
200mV/2V/20V/200V/T50V +(0.8%+5)
DC Current | 200UA/2MA/20mA/200mA/20A +(0.8%+4)
2mA/20mA/200mA/20A +(0.8%+3)
AC Current | 29MA/200mA/20A +(1.0%+5)
2mA/20mA/200mA/20A +(1.0%+5)
Resistance | 2000 /2k/20kR/200k0/2M0 0 20M 2 [200M 0 +(0.8%+3)
200012k 0120k /200K 2 /2M2/20M2/2000M & +(0.8%+3)
: 20nF/200nF/2uF/20uF/200uF/2000uF +(2.5%+20)
Capacitance
20nFr200nF/2uFf20uF/200uF :t{2.5%+2|:|}
Frequency |10H2/100Hz/1KHz/10kHz/100kHz2/1MHz +(3.0%+15)
2kHz/20kHz/200kHz/2000kHz/ 10MHz £(0.5%+4)
Inductance | 2mH/20mH/200mH/2H/20H +(2.5%+20)
Celsius {-20~1000)C +(1.0%+3) +(1.0%+4)

Special Function VICTOR88B VICTORSSC
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Low hattery indication

Backlight

Data hold

Auto power off

Function protection

Restorable Fuse Protection

Shock proof protection
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Input impedance
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Sampling rate

dtimels
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AC Frequency response

(40-400)Hz

(40-400)Hz

Operation way

Manual range

Manual range

Max . Dispiay 1999 1998
LCD size 65X 45mm B5X45mm
Battery aV(EF22) aV{BF22)




